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Introduction  

The MCN Server 8000™ is a software solution 
that runs on a dedicated PC, serving as the 
central hub for monitoring and controlling 
Motorola Solutions IP receiver voting systems 
over an IP network.  It is designed to support 
the following: 

• GRV 8000 Analog or Digital Comparator 

• GCM 8000 Digital Comparator 

• MLC 8000 Analog Comparator 

• Mixed Mode voting systems using a 
GCM 8000 or GRV 8000, and MLC 
8000 combination. 

What It Does 

The MCN Server 8000 connects Motorola IP 
Comparators to the staff who monitor and 
maintain them, delivering live status to any PC 
on your network, so authorized users can see 
what's happening and act on it remotely. 
It performs three core functions: 

- Status Monitoring — Continuously 
receives Vote, Receive, Disable, and 
Fail status of all connected 
comparators. 

- Status Distribution — Instantly 
displays and forwards those status to 
client PCs across the Local IP 
network. 

- Remote Control — Accepts Force-
Vote and Disable commands from 
authorized remote users and relays 
them to the comparators. 
 

 

 

 

 

 

 

 

 
 
 
 
 
 

 

 

 

 

Additionally, the MCN Server 8000 also 
provides the ability to monitor and control 
different types of legacy equipment, such as 
analog comparators/ voters and I/O and Alarm 

devices. 

System Configuration 

Common system configuration information 
(Receiver names, Module addresses, channel 
information, display screen configuration, 
output functions, etc.) resides in the MCN 
Server 8000 and is user-configured with the 
MCNConfig Server 8000 program. 

Local (Server) Display 

The Server software provides a local display 
with full Monitor and Control capability. 

MCN Remote (Client) Display 
The client PC connects to the MCN Server, 
which drives ALL displays and pushes live 
status updates for every MCN Network 
Interfaces. Control commands, initiated at the 
client are passed back through  the server to 
the Comparator and/or  other Network 
Interfaces. 

One server. Every device. From anywhere 
your network can be reached. 

Receiver Failure and Error Logging 
The MCNRCD Server software can log receiver 
failures and other user-defined errors. The error 
log can aid in diagnosing intermittent receivers 

or phone lines. Logging can be sent to: 

• PC Screen 
• Disk 
• Printer 
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MCN Server 8000 Specifications 

Application type Native 64-Bit Windows Applications 

Operating Systems Windows 10 Pro, or 11 Pro, & Windows Server 2003, 2005, or 2008R2. 

PC Requirements (min.) Small Systems: HP Z2 Mini G3: Xeon® processor E3-1225v5, 3.3 GHz, 8 GB RAM, 256 GB 
Disk, 100Base-T Port, (2) Open USB-A 2.0 Ports, Non-Touch Color Monitor, Keyboard, Mouse 

Large Systems: Xeon E74XX  4 core, 3Ghz, 16 GB RAM, 1 TB Disk, 100/1000M Ethernet, (2) 
Open USB 2.0 Port, Graphics card for dual monitors, 27”-32” Non-Touch Monitor. 

Clients Supported Base system: 4 (Expandable to 64 with additional Client Packs). 

Comparators Supported Base system: 4 (Expandable to 240 with additional Comparator Support Packs.) 
Note: Mixed Mode systems (GCM 8000 or GRV 8000 plus MLC 8000) use two comparators. 

BRSC Server Supported (With optional License) Receives and displays the Base Radio Statuses in the MCN Server Display Window. 

Transport Protocol UDP-IP Unicast, UDP-IP Multicast or Unicast to Clients. 

Support for Legacy MCN Interfaces Supports (1) HIB-IP 8002 unit. Order optional HIB-IP 8002 and appropriate comparator 
interfaces & I/O (CIB, AIB, GPIO modules, etc.). Contact CTI Products for details.  
Order one or more DDN1294 options if more than 1 HIB-IP unit must be supported. 

Maximum receivers, or I/O points per window Over 400, depending upon screen resolution and length of names. 

Receiver Names, Channel Titles, and Display Grid User configurable. 

Status Messages and Colors User configurable. 

 

Client Specifications 

Application type Native 64-Bit Windows Application. 

Operating Systems Windows 10 Pro, 11 Pro & Windows Server 2003, 2005, or 2008R2. 

PC Requirements (min.) Xeon E3 5th Gen or i3 15th Gen, 3 GHz, 4GB Memory, Open USB 3.0 Port, 100Base-T Port, Color Monitor. 

 

Ordering 

Motorola Part # CTI Part # Description  

**DDN1289A NA MCN Server 8000 Software License for 4 Motorola IP Comparators & 4 Clients 

**DDN1287A NA MCN Server 8000 Software License for 1 Additional Motorola IP Comparator  

**DDN1288A NA MCN Server 8000 Software License for 4 Additional Motorola Comparators  

DDN1295A S1-61129 MCN Software License Option - Client Expansion for 4 Additional Clients 

DDN1294A S2-61164 MCN Software License Option – Multi-NI-4 Adds Support for 4 HIB-IPs 

DDN1290A S2-61600 MCN Server 8000 Manual 

   WARNING: This product can expose you to chemicals such as lead, which are known to the State of California to cause cancer and birth defects or 
other reproductive harm. For more information go to www.P65Warnings.ca.gov/product.” 

 

** These items can only be ordered through Motorola Solutions Inc (MSI). 
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